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EXISTING CONDITIONS AND REMOVAL

PROPOSED IMPROVEMENTS

US ROUTE 34

ROADWAY PLAN
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AND GUTTER, TYPE B-6.24
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STA. 125+40.27
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REMOVAL

DRIVEWAY PAVEMENT 

        

COURSE MIX "D", N50  (3")

HOT-MIX ASPHALT SURFACE 

(JOINTED)
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(JOINTED)
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(BY OTHERS)

TO BE REMOVED

RR EQUIPMENT 

(BY OTHERS)

 TO BE REMOVED

RR EQUIPMENT

34" HEIGHT WITH PARAPET RAILING

CONCRETE BARRIER, SINGLE FACE,

SIGNAL RELATED ITEMS.

SEE TRAFFIC SIGNAL PLANS FOR TRAFFIC 

REMOVAL OF DRAINAGE RELATED ITEMS.

SEE DRAINAGE AND UTILITY PLANS FOR 

SEE STRUCTURE PLANS

BRIDGE STA. 122+55.30 TO STA. 125+40.27

TYPE B-6.24
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FOOTING

APPROACH
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WOODEN FENCE 
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APPROACH

PARAPET RAILING

SINGLE FACE, 34" HEIGHT WITH 

CONCRETE BARRIER, 

34" HEIGHT WITH PARAPET RAILING

CONCRETE BARRIER, SINGLE FACE,

STA. 122+47
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TEMPORARY FENCE
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30' BRIDGE APPROACH

COURSE MIX "D", N50  (3")

HOT-MIX ASPHALT SURFACE 
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SINGLE FACE, 34" HEIGHT 

CONCRETE BARRIER,  

PAVEMENT CONNECTOR

100' BRIDGE APPROACH
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WITH AGGREGATE BASE COURSE, TYPE B

BACKFILL DISTURBED AREAS UNDER STRUCTURE 


